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Life -Line™

Life-Line Interior Attack Hose

Hose Specification 1 ¾” size

Armored Textiles, Inc.

Life-Line attack hose is designed for aggressive interior fire attack operations.  Life –line is constructed from premium synthetic materials and specifically designed to resist kinking, heat and is puncture resistant.  

The extruded NBR inner hose allows expansion of the inner tube under pressure lowering friction loss characteristics.  The specially designed outer jacket allows smooth, unrestricted advance of the line, and will not snag on obstacles.

Construction:  

Outer Jacket:  100% filament polyester outer jacket, with blue, ½” colored stripe on both sides of the hose for identification and color-coding.

Inner jacket:  Extruded-through-the-weave nitrile rubber (NBR) inner hose designed for low friction loss, heat and puncture resistance and impervious to chemical attack and water pick-up. NBR inner hose is a one piece extruded matrix, which will not delaminate.

Standards:  Life-Line meets or exceeds NFPA 1961 Standards on Fire Hose Current Edition.

Couplings:  Standard couplings are blue powder coated, non-chip, aluminum clear anodized under coating with NH threads.  Other threads are available.

Warranty:  Ten-year warranty against defects in workmanship and materials.  Copy of warranty available upon request.

Chemical Exposure:  The nitrile (NBR) compound used in Life-Line is highly resistant to Hydrocarbons, Oils, Water and Sea water and most commonly found chemicals

Detailed Hose Specifications- Life-Line 1 ¾”

	Tensile Strength
	PSI
	> 1700

	Elongation at Break
	%
	>550%

	Permanent Elongation
	%
	<20%

	Adhesion inner hose
	Lb/1.5 Inch
	>20

	Tensile Strength (4days @ 158F)
	%
	>80

	Elongation at break (4 days @ 158F
	%
	>70

	Ozone resistance (120hrs @ 122F and 100ppm)
	No cracking or crazing
	

	Abrasion resistance (FM standard 2111)
	Cycles
	>15,000

	Low Temperature Flexibility
	Ease of Coiling
	-40 F

	Hot Cube test (1/2” steel bar at 1112 degrees F)
	Minute
	>1


Hydrostatic Pressure Tests - Life-Line 1 ¾”
	I. D.
	Service Test
	Proof test
	Straight Burst
	Curved Burst
	Kink Burst
	Friction Loss (150 GPM)
	Weight Coupled
	Coil Diameter

	Inches
	PSI
	PSI
	PSI
	PSI
	PSI
	PSI/100’
	Lb/50’
	Inches

	1 ¾”
	500
	1000
	1650
	1500
	750
	22
	18
	16.5
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